
FINDING THE IP ADDRESS
 

Programing is all done thru the Web-GUI.  Enter the ANI-8WP IP address in a compatible browser to enter the programming section. 
To find the IP address, follow the instruction in the section below.

Find the ANI-8WP IP address

The program ANI-8WP-GUI_v2000.exe can be used to discover the IP address of the ANI-8WP or to change its IP settings. Download the 
software from www.A-NeuVideo.com with file name ANI-8WP-GUI_v2000.exe and save it in a directory where you can access it later.

Connect the Control System with PC/Laptop through the Ethernet port of an active network system and open the ANI-8WP-GUI_v2000.
exe. Click on Find Devices on Network and a list of the devices connected to the Control System will show up.

Note: The default IP setting is 192.168.1.50 and set the Static IP or DHCP via IP mode of ANI-8WP-GUI_v2000. Click ‘Save’ then ‘Reboot’ 
for any changes you make to take affect.

Then user may use the IP Address to find the control device through Telnet or WebGUI tools.

A  NEUVIDEO

https://www.a-neuvideo.com/downloads/ANI-8WP-GUI_v2000.zip
https://www.a-neuvideo.com/downloads/ANI-8WP-GUI_v2000.zip
http://www.a-neuvideo.com/shop/product_info.php?products_id=74

